EXIST. TREE

# 4 REBAR
12” ON CENTER 6 THICK SIDEWALK ON WASHED STONE
EXP. JONT ]_/-(A\ EXP. JOINT NOTES:
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THICK L
SIDEWALK " :

SIDEWALK LONGER AS NEEDED.

GROOVE JOINT—/

REBAR "CHAIRS"—/I:>_ A

\—GROOVE JOINT 2.

NOT TO BE USED WHEN LESS
THAN 4’ WIDE PLANTING STRIP
BETWEEN SIDEWALK AND BACK
OF CURB.

PLAN VIEW

#4 REBAR
REBAR "CHAIRS”

BACKFILL
(MIN 3:1 SLOPE)

SURROUND/PROTECT ROOTS
WITH WASHED #57 STONE
(DEPTH VARIES; ENSURE
STONE IS PLACED IN AREAS
BEYOND ROOT ZONE,

NOT ON ROOTS.)

SECTION A—A

EXIST. TREE
NS TARY

GROOVE JOINT

# 4 REBAR 6” THICK SIDEWALK
12" ON CENTER
EXP. JOINT

EXIST.4” THICK SIDEWALK EXIST. 4" THICK SIDEWALK

PLACE WASHED #57 RIS
STONE CAREFULLY TO
AVOID DAMAGE TO
EXISTING ROOTS

WASHED #57 STONE
DO NOT COMPACT SOIL

SECTION B—-B

\CHARLOTTE.

CITY OF CHARLOTTE
LAND DEVELOPMENT STANDARDS

INCLUDES CHARLOTTE ETJ

REINFORCED CONCRETE SIDEWALK

(STD. NO.

(BRIDGING TREE ROOTS)
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